
NOTES:

1. POST SPACING: LINE POSTS SHALL BE EVENLY SPACED, CENTER TO CENTER.

2. BARBED WIRE ARM: SHALL BE IN ACCORDANCE WITH THE SPECIFICATIONS.

3. TERMINAL LINE POSTS, & TOP/BRACE RAIL SHALL BE ACCORDING TO
THE SPECIFICATIONS.

4. POST SETTING SHALL BE ACCORDING TO THE FOLLOWING TABLE:

*MIN. HOLE DIAMETER IN SOFT OR LOOSE SOIL SHALL BE 18" (457 mm).

POST SETTING REQUIREMENT
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NO SCALE
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RAIL AND CAP

SEE SPECIFICATIONS
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TIE WIRE
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TIE WIRE

TWIST
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TOP RAIL

CHAIN LINK FENCE ASSEMBLY FABRIC SELVAGE

ALTERNATE POSTS

38" (965 mm)12" (305 mm)
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PIPE CAP

LINE POST LINE POST CAP

ELEVATION

5. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS FOLLOWING THE 

36" (914 mm)

ENGLISH UNITS.

1/4 x 3/4" (6 x 19 mm)

BARBED WIRE ARM

SEE NOTE #4
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